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SET PAVERS IN PLACE,

°

CURB AND GUTTER
SOLDIER COURSE .
HERRINGBONE
PATTERN PAVERS
8" X 8" X 8"
CONCRETE COLLAR-
COLOR SHALL MATCH
THAT OF ADJACENT
PAVERS.

BLOCK QUT 8" X 8"

NOTE

USE CONCRETE COLOR AS
SPECIFIED ON CONCRETE

COLOR CHART, SD—-503.01.

METER (BY OTHERS)

6 CM. PAVERS
(TYPICAL)

2" INNER DIAMETER STEEL PIPE
GALVANIZED PER OWNER'S STANDARDS.
CENTER IN CONCRETE COLLAR.

5/16" DRAIN 2" ABOVE CONCRETE

8" X 8" X 8" CONCRETE COLLAR
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OPENING, AND POUR 2'-6 4" CLASS "B" CONCRETE /] =1 SUBBASE
CONCRETE. CUTTING —
OF PAVERS SHALL BE 1/2" SAND OR OTHER LEVELING
KEPT TO A MINIMUM. MATERIAL APPROVED BY THE
PLAN ENGINEER SECTION A—A
CITY OF CHATTANOOGA AND HAMILTON COUNTY
PARKING METER DETAILS
DATE OF ORIGINAL ISSUE
P ——— 77| ) DATE.OF ORIGINALISSUE STANDARD NUMBER: _ SD—508.01






